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In Line System Lay-Out
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Magazine Rack 30

Magazine Rack

MODEL NO. NTC-092

MODEL NO. NTC-096

MODEL NO. NTC-091~094

MODEL NO. NTC-097

GUIDE RAIL

GUIDE RAIL

DESCRIPTION NTC-091 NTC-092(S) NTC-093 NTC-094 NTC-095 NTC-096(Y) NTC-097

SIZE (WxLxH) 318x355x580 318x355x570 318x355x570 370x352x570 380x480x570 400x460x570 318x355x570

PCB MEASUREMENT MAX 258(W)x330(L) 258(W)x330(L) 248(W)x330(L) 308(W)x330(L) 318(W)x450(L) 334(W)x440(L) 258(W)x330(L)

PCB MEASUREMENT MIN 50(W) 50(W) 60(W) 98(W) 74(W) 64(W) 50(W)

CAPACITY 51 50 50 50 50 50 50

PITCH 10mm 10mm 10mm 10mm 10mm 10mm 10mm

MATERIAL ABS ABS ABS ABS ABS ABS ABS

WEIGHT 5.2kg 4.8kg 4.6kg 4.8kg 7kg 7kg 6kg

CONTENTS
04 INKJET PRINTER
05 LABEL MACHINE
06 MAGAZINE LOADER
07 MAGAZINE LOADER & BUFFER CONVEYOR
08 MAGAZINE LOADER 90˚ TYPE
09 U-TYPE MAGAZINE LOADER
10 LOADER & UP-DOWN 90˚ TURN
11 BARE BOARD LOADER (VACUUM PICK-UP)
12 TURNING CONVEYOR
13 INVERTER
14 CONNECTING CONVEYOR
15 GATE WAY CONVEYORS
16 GATEWAY CONVEYOR (INSPECTION BUFFER)
17 TRANSFER CONVEYOR / TRANSFER W/ GATEWAY
18 COOLING CONVEYOR
19 COOLING BUFFER CONVEYOR / COOLING CONVEYOR
20 RACK BUFFER
21 MAGAZINE BUFFER / NG BUFFER
22 NG BUFFER & CHAIN BUFFER
23 MAGAZINE UNLOADER
24 MAGAZINE UNLOADER
25 MAGAZINE UNLOADER 90˚ TYPE
26 TRANSFER & DUAL UNLOADER
27 INSPECTION CONVEYOR (WORK TABLE)
28 CUT & CLINTCH
29 PASS THRU TYPE LOADERS
30 MAGAZINE RACK
31 IN LINE SYSTEM LAY-OUT
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Process Control Chart

Inkjet Printer 4

INKJET PRINTER

Features
►It is able to mark on several points of PCB arrayed
►Position transfer by X-Y Robot
►Easy operation by 7.7” color touch panel
►Laser Beam sights aid in quick position programming
►No decolorization of print lettering; even in high temperatures
►Bar code, Serial no, Model, Items, Date, QR code, Alphanumeric, various fonts
►Can print on PCB’s, IC’s, and various parts and finished goods 
►Universal or SMEMA Interface

Model PCB SIZE (WxL) DIMINSION    
(WxLxH)

PCB 
THICKNESS PCB FLOW AIR POWER

DIJ-900S 50x50~250x330 900x900x1600

DIJ-900Y 50x50~330x440 1100x1000x1600

1PH 
AC200V 
50/60Hz

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4~6 kgf/cm2

DJK
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Features
►4 Point Magazine gripping
►Magazine Capacity 2 up - 3 down
►Low Noise Emmisions from Elevator
►Magazine Change Time ≈ 38 sec
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Process Control Charts

Pass Thru Type Auto Loaders 29

Pass Thru Type
Auto Loaders

BARE BOARD STACK — BOARD STACK TYPE

BARE BOARD STACK — MAGAZINE UNLOAD TYPE

MAGAZINE LOADER — MAGAZINE UNLOAD TYPE

BARE BOARD STACK & MAGAZINE LOADER — MAGAZINE UNLOADER TYPE

Options
►Safety Covers
►Magazine Capacity 2 up - 3 down
►High Speed Mag Change ≈ 18 sec
►Touch Screen Operator Interface
►Auto Width Adjust

Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH) WEIGHT (kg) FEED TIME PCB 

CAPACITY
PCB 

THICKNESS
WARPAGE 

TOLERANCE
DEAD 
LINE PCB FLOW FEED 

PITCH
CONTROL 

MODE AIR POWER

DMM-103D,S 100x130   
~250x330 5Rack(2up+3down) 318x355x570     

400x460x570
725x6242x1230   
725x5742x1230 570 4.5 SEC       

3.0 SEC —

DMBM-103D,S 100x130   
~250x330 5Rack(2up+3down) 318x355x570     

400x460x570
725x6242x1230   
725x5742x1230 660 4.5 SEC       

3.0 SEC 200 pcs - 1.6

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

MAX 1.6mm 
(STD) 5.0mm

left to right or 
right to left 

(front side or 
rear side)

4TYPE:          
10,20,30,4

0mm
t:1.0~1.6mm Auto, 

Manual

Model PCB SIZE (WxL) DIMINSION    
(WxLxH) PCB CAPACITY WEIGHT FEED TIME PCB 

THICKNESS
WARPAGE 

TOLERANCE DEAD LINE PCB FLOW CONTROL 
MODE AIR POWER

DBP-103D 100x130~250x330 725x4095x1358 200 pcs - 1.6 500 4.5 SEC t:1.0~1.6mm MAX 1.6mm 
(STD) 5.0mm

left to right or right 
to left (front side or 

rear side)

Auto, 
Manual 4~6 kgf/cm2

1PH 
AC110V 
50/60Hz

Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH)

PCB 
CAPACITY WEIGHT FEED TIME PCB 

THICKNESS
WARPAGE 

TOLERANCE
DEAD 
LINE PCB FLOW CONTROL 

MODE AIR POWER

DBM-103D 100x130~250x330 5Rack(2up+3down) 318x355x570 725x5196x1230 200 pcs - 1.6 540 4.5 SEC t:1.0~1.6mm MAX 1.6mm 
(STD) 5.0mm

left to right or right to 
left (front side or rear 

side)

Auto, 
Manual

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

DJK
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Features
►Special design
►AC Servo Motor - Determines the swift and accurate location
►Parts (who’s lead spacing is 2.5mm to 50mm) may be cut & clinched at the same time
►Strong cutting force; can cut 1.2mm annealed copper wire
►Easily cuts a mix of small and large parts
►The insertion location is moved automaticaly by the program as well as lead clinching
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Process Control Chart

Cut and Clinch 28

Cut & Clinch
 (Parts lead cutting, clinching equipment)

Model PCB SIZE (WxL) PCB 
THICKNESS LEAD DIAMETER

CUTTING 
LENGTH CLINCH TYPE

PART LEAD 
LENGTH PCB FLOW

PCB 
CAPACITY TYPE

C&C HEAD 
SPEED

DCCM-900 80x80~250x350 t:0.4~2.0mm
1.2mm annealed copper  

1.0mm standard wire 1.0~1.88mm
2.5 PITCH-N TYPE 5~50 

PITCH-I TYPE
20mm       
MAX

Left to Right or 
Right to Left 2 EA AC Servo Motor

MAX, 
450mm/sec

CLINCH WIDTH CLINCH ANGLE CONTROL MODE
CONVEYOR 

HEIGHT MEMORY CAPACITY
OPERATOR 

PANEL AIR POWER
DIMENSION 

(WxLxH) WEIGHT (kg)

2.5~50mm 10° to 45° Auto, Manual 900±30mm 32 Model, 2450 Points Touch Screen 4 ~ 6kgf/cm2
1PH 220VAC  

50/60Hz 590x2700x1500 800

D
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Process Control Chart

Label Placement Machine 5

Label Placement
Machine

Features
►This machine mounts a label to the PCB or Module automatically
►Able to mount up to 3 labels at a time using 1 head and 3 nozzles
►Up to 90º head rotation is possible for placement
►This machine can place labels on the top or bottom of the PCB
►Operator friendly interface using color touch screen
►Easy to replace label pickup head for model change and select models on touch screen
►A Label Printing machine can be installed as an option
►The frame is of ridged steal construction for stability
►Universal or SMEMA Interface

Model PCB SIZE (WxL) LABLE SIZE TACT TIME DIMINSION    
(WxLxH)

MOUNT 
ACCURACY AIR POWER

DLM-1100S 50x50~250x330 Min. 6W x 6L       
Max. 24W x 85L 2.3 sec 900x900x1500 ± 0.1mm 5 kgf/cm2

1PH 
AC200V 
50/60Hz

DJK

D



DJK Multi Magazine
Loader

Features
►4 Point Magazine gripping
►Magazine Capacity 2 up - 3 down
►Low Noise Emmisions from Elevator
►Magazine Change Time ≈ 38 sec
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Magazine Capacity 2 up - 3 down
►High Speed Magazine Change ≈ 18 sec
►Touch Screen Operator Interface

Process Control Chart

Multi Magazine Loader 6

DJK

D

Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW PCB FEED 

PITCH
CONTROL 

MODE AIR POWER

DL-900S 50x50~250x330 5Rack(2up+3down) 318x355x570 725x1570x1081 210

DL-900Y 64x50~330x440 4Rack(2up+2down) 400x460x570 807x1851x1081 235

DL-900SY 50x50~330x440 4Rack(2up+2down) 318x355x570      
400x460x570 807x1851x1081 250

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4TYPE:          
10,20,30,40

mm

Auto, 
Manual

Options
►Safety Covers
►Touch Screen Operator Interface
►Auto Width Adjust
►Speed Control

Inspection Conveyor 27

Inspection Conveyor 
(Work Table)

Process Control Chart

Model PCB SIZE (WxL) DIMINSION    
(WxLxH) WEIGHT (kg) PCB THICKNESS PCB 

FLOW
CONTROL 

MODE AIR POWER

DIC-900S 50x50~250x330 598x900x1560 80

DIC-900Y 50x50~330x440 680x900x1560 90

left to right 
or right to 
left (front 
side or 

t:0.4~2.0mm Auto, Manual 4~6 kgf/cm2
1PH 

AC110V 
50/60Hz

Features
►Comfortable working environment
►Cycle mode: Auto / Semi Auto
►Adjustable Speed
►Adjustable PCB position for inspection
►Universal or SMEMA Interface

DJK
D

DJK
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Features
►4 Point Magazine gripping
►Magazine Capacity 2 up - 3 down
►Low Noise Emmisions from Elevator
►Magazine Change Time ≈ 38 sec
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Magazine Capacity 2 up - 3 down
►High Speed Magazine Change ≈ 18 sec
►Touch Screen Operator Interface
►Auto Width Adjust

Process Control Chart

Transfer & Dual Unloader 26

Transfer & Dual
Mag Unloader

Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW PCB FEED 

PITCH
CONTROL 

MODE AIR POWER

DTDU-1200S 50x50~250x330 5Rack(2up+3down) 318x355x570 1450x1831x1081 525

DTDU-1200Y 64x50~330x440 4Rack(2up+2down) 400x460x570 1600x2400x1081 620
t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4TYPE:          
10,20,30,40

mm

Auto, 
Manual

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

DJK
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Features
►4 Point Magazine gripping
►Magazine Capacity 2 up - 3 down
►Low Noise Emmisions from Elevator
►Magazine Change Time ≈ 38 sec
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Magazine Capacity 2 up - 3 down
►High Speed Magazine Change ≈ 18 sec
►Touch Screen Operator Interface
►Auto Width Adjust

Process Control Chart

Magazine Loader & Buffer 7

Magazine Loader &
Buffer Conveyor

DJK
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Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW PCB FEED 

PITCH
CONTROL 

MODE AIR POWER

DLB-900S 50x50~250x330 5Rack(2up+3down) 318x355x570 725x1870x1596 230

DLB-900Y 64x50~330x440 4Rack(2up+2down) 400x460x570 807x1951x1596 255

DLB-900SY 50x50~330x440 4Rack(2up+2down) 318x355x570      
400x460x570 807x1851x1596 270

DLC-900S 50x50~250x330 5Rack(2up+3down) 318x355x570 725x1870x1596 260

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4TYPE:          
10,20,30,40

mm

Auto, 
Manual

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz



DJK

Features
►4 Point Magazine gripping
►Magazine Capacity 2 up - 3 down
►Low Noise Emmisions from Elevator
►Magazine Change Time ≈ 38 sec
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Magazine Capacity 2 up - 3 down
►High Speed Magazine Change ≈ 18 sec
►Touch Screen Operator Interface

Process Control Chart

Multi Magazine Loader 90° Type 8

Multi Magazine
Loader 90° Type

DJK
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Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW PCB FEED 

PITCH
CONTROL 

MODE AIR POWER

DL90-900S 50x50~250x330 5Rack(2up+3down) 318x355x570 1771x925x1081 210

DL90-900Y 64x50~330x440 4Rack(2up+2down) 400x460x570 1699x1145x1081 235

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4TYPE:          
10,20,30,40

mm

Auto, 
Manual

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

DJK

Features
►4 Point Magazine gripping
►Magazine Capacity 2 up - 3 down
►Low Noise Emmisions from Elevator
►Magazine Change Time ≈ 38 sec
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Magazine Capacity 2 up - 3 down
►High Speed Magazine Change ≈ 18 sec
►Touch Screen Operator Interface
►Auto Width Adjust

Process Control Chart

Magazine Unloader 90° Type 25

Magazine Unloader
90° Type

DJK
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Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW PCB FEED 

PITCH
CONTROL 

MODE AIR POWER

DU90-900S 50x50~250x330 5Rack(2up+3down) 318x355x570 1771x925x1081 240

DU90-900Y 64x50~330x440 4Rack(2up+2down) 400x460x570 1699x1145x1081 265

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4TYPE:          
10,20,30,40

mm

Auto, 
Manual
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Features
►4 Point Magazine gripping
►Magazine Capacity 8 up - 7 down
►Low Noise Emmisions from Elevator
►Magazine Change Time ≈ 38 sec
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Magazine Capacity 8 up - 7 down
►High Speed Magazine Change ≈ 18 sec
►Touch Screen Operator Interface

Process Control Chart

U-Type Magazine Loader 9

U-Type 
Magazine Loader

DJK

D

15 Mags

Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW PCB FEED 

PITCH
CONTROL 

MODE AIR POWER

DLU-1200S 50x50~250x330 15Rack(8up+7down) 318x355x570 2442x1620x1190 310

DLU-1200Y 64x50~330x440 Option 400x460x570 ~ ~385

DLU-1200SY 50x50~330x440 Option 318x355x570      
400x460x570 ~ ~400

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4TYPE:          
10,20,30,40

mm

Auto, 
Manual

DJK
Features

►4 Point Magazine gripping
►Magazine Capacity 2 up - 3 down
►Low Noise Emmisions from Elevator
►Magazine Change Time ≈ 38 sec
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Magazine Capacity 2 up - 3 down
►High Speed Magazine Change ≈ 18 sec
►Touch Screen Operator Interface
►Auto Width Adjust

Process Control Chart

Magazine Unloader 24

Magazine Unloader

Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW PCB FEED 

PITCH
CONTROL 

MODE AIR POWER

DUP-970S 50x50~250x330 5Rack(2up+3down) 318x355x570 725x2124x1596 260

DUP-970Y 64x50~330x440 4Rack(2up+2down) 400x460x570 807x2511x1596 285

DUP-970SY 50x50~330x440 4Rack(2up+2down) 318x355x570      
400x460x570 807x2511x1596 300

DUCP-900S 50x50~250x330 5Rack(2up+3down) 318x355x570 725x2124x1596 300

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4TYPE:          
10,20,30,40

mm

Auto, 
Manual

DJK

D

DJK
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Features
►Compensates for height of down-stream
    fixed rail, and changes the direction of 
    PCB by 90°
►4 Point Magazine gripping
►Magazine Capacity 8 up - 7 down
►Low Noise Emmisions from Elevator
►Magazine Change Time ≈ 38 sec
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Magazine Capacity 2 up - 3 down
►High Speed Magazine Change ≈ 18 sec
►Touch Screen Operator Interface

Process Control Chart

Loader & Up-Down 90° Rotate 10

Magazine Loader
& Up-Down 90° Rotate

DJK
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Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW PCB FEED 

PITCH
CONTROL 

MODE AIR POWER

DLI-900S 50x50~250x330 5Rack(2up+3down) 318x355x570 725x2155x1600 310

DLI-900Y 64x50~330x440 4Rack(2up+2down) 400x460x570 825x2220x1600 385

DLI-900SY 50x50~330x440 4Rack(2up+2down) 318x355x570      
400x460x570 825x2220x1600 400

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4TYPE:          
10,20,30,40

mm

Auto, 
Manual

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

DJK
Features

►4 Point Magazine gripping
►Magazine Capacity 2 up - 3 down
►Low Noise Emmisions from Elevator
►Magazine Change Time ≈ 38 sec
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Magazine Capacity 2 up - 3 down
►High Speed Magazine Change ≈ 18 sec
►Touch Screen Operator Interface
►Auto Width Adjust

Process Control Chart

Magazine Unloader 23

Magazine Unloader

Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW PCB FEED 

PITCH
CONTROL 

MODE AIR POWER

DU-900S 50x50~250x330 5Rack(2up+3down) 318x355x570 725x1570x1081 210

DU-900Y 64x50~330x440 4Rack(2up+2down) 400x460x570 807x1851x1081 235

DU-900SY 50x50~330x440 4Rack(2up+2down) 318x355x570      
400x460x570 807x1851x1081 250

DUP-900S 50x50~250x330 5Rack(2up+3down) 318x355x570 725x2124x1081 240

DUP-900Y 64x50~330x440 4Rack(2up+2down) 400x460x570 807x2511x1081 265

DUP-900SY 50x50~250x330 4Rack(2up+2down) 318x355x570      
400x460x570 807x2511x1081 280

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4TYPE:          
10,20,30,40

mm

Auto, 
Manual

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

DJK

D

DJK
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Features
►Base raises stack to reduce stroke distance
►PCB drop greatly reduced due to short stroke
►Pick-up nozzles adjust easily - magnetic
►Small footprint
►Able to link with Magazine Loader
►3 point stack guides
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Touch Screen Operator Interface
►Auto Width Adjust

Process Control Chart

Bare Board Loader (Vacuum Pick-Up)
11

Bare Board Loader
Vacuum Pick-Up

DJK
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Model PCB SIZE (WxL) PCB CAPACITY DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW CONTROL 

MODE AIR POWER

DVL-520S 50x50~250x330 640pcs @ 0.5mm 570x520x1228 95 Auto, Manual 4~6 
kgf/cm2

DVL-520Y 64x50~330x440 640pcs @ 0.5mm 652x630x1228 110

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

1PH 
AC110V 
50/60Hz

DJK

Features
►Special Design
►Rack Buffer Function is to store, wait, and supply
►NG Function is to keep NG PCB for removal by hand
►Able to correspond to the smallest PCB size
►Gentle handling of the PCB
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Touch Screen Interface
►Auto Width Adjust
►NG Take out - Side or Front

Process Control Chart

NG Buffer & Chain Buffer 22

NG Buffer &
Chain Buffer 

Model PCB SIZE (WxL) DIMINSION    
(WxLxH) WEIGHT (kg)

PCB HEIGHT IN 
UPPER & LOWER 

PART

PCB 
CAPACITY

PCB 
THICKNESS PCB FLOW PCB FEED 

PITCH
CONTROL 

MODE AIR POWER

DNB-700S 50x50~250x330 660x700x1675 150

DNB-700Y 50x50~330x440 742x700x1675 180

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

UPPER: 25mm  
LOWER: 12mm

32 PCS   
16 PCS t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

19.05mm, 
38.1mm

Auto, 
Manual

DJK

D



DJK

Features
►Easy operation
►Auto or By-pass modes
►Zero backlash 
►90˚ and 180˚ rotation
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Touch Screen Operator Interface
►Auto Width Adjust
►Speed Control

Process Control Chart

Turning Conveyor 12

Turning Conveyor

DJK

D

Model PCB SIZE (WxL) DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW CONTROL 

MODE AIR POWER

DTC-500S 50x50~250x330 600x600x1100 90

DTC-500Y 50x50~330x440 700x700x1100 115

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

Auto, Manual 4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

DJK

Features
►NG Buffer Function is to store NG and pass OK
►Rack Buffer Function is to store, wait, and supply
►4 Point Magazine gripping
►Magazine Capacity 2 up - 3 down
►Low Noise Emmisions from Elevator
►Magazine Change Time ≈ 38 sec
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Touch Screen Interface
►Auto Width Adjust
►Speed-up Magazine Exchange (18 sec)

Process Control Chart

Magazine Buffer / NG Buffer 21

Magazine Buffer /
NG Buffer (Inspection)

Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW PCB FEED 

PITCH
CONTROL 

MODE AIR POWER

DMB-1235S  
DIMB-1235S 50x50~250x330 5Rack(2up+3down) 318x355x570 1771x1231x1081 270

DMB-1235Y  
DIMB-1235Y 64x50~330x440 4Rack(2up+2down) 400x460x570 1824x1410x1081 295

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4TYPE:          
10,20,30,40

mm

Auto, 
Manual

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

DJK

D

DJK

D



DJK

Features
►Easy operation
►Auto or By-pass modes
►Buffer section 
►Able to link with any machine
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Touch Screen Operator Interface
►Auto Width Adjust
►Speed Control

Process Control Chart

Inverter Flip Station 13

Inverter Flip Station

DJK

D

Model PCB SIZE (WxL) DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW CONTROL 

MODE AIR POWER

DIV-420S 50x50~250x330 615x816x1030 110

DIV-420Y 64x50~330x440 700x1026x1180 140

1PH 
AC110V 
50/60Hz

t:0.4~2.0mm 4~6 
kgf/cm2

left to right or 
right to left 

(front side or 
rear side)

Auto, Manual

DJK

Features
►Compact Design
►Rack Buffer Function is store, wait, and supply
►Low Noise Emissions
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Touch Screen Interface
►Auto Width Adjust

Process Control Chart

Rack Buffer 20

Rack Buffer

Model PCB SIZE (WxL) MAGAZINE 
CAPACITY

MAGAZINE SIZE 
(WxLxH)

DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW PCB FEED 

PITCH
CONTROL 

MODE AIR POWER

DRB-900S 50x50~250x330 1 Rack 318x355x570 770x1210x1069 170

DRB-900Y 64x50~330x440 1 Rack 400x460x570 852x1410x1069 185
t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4TYPE:          
10,20,30,40

mm

Auto, 
Manual

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

DJK

D



DJK

Features
►Able to link with any machine
►Stylish Erogonomic Design
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Touch Screen Operator Interface
►Auto Width Adjust
►Speed Control
►Custom Length

Process Control Chart

Connecting Conveyor 14

Connecting Conveyor

DJK

D

Model PCB SIZE (WxL) DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW CONTROL 

MODE AIR POWER

DCC-500S 50x50~250x330 500x900x905 70

DCC-500Y 50x50~330x440 582x900x905 80

1PH 
AC110V 
50/60Hz

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

Auto, Manual 4~6 
kgf/cm2

DJK

Features
►Special Design
►12 PCB’s Buffer Function
►Minimize Cycle Time (5.6 sec)
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Touch Screen Interface
►Auto Width Adjust
►AC Unit

Process Control Chart

Cooling Conveyors 19

Cooling Buffer Conveyor

DJK

D

Cooling Conveyor (Mesh Chain Type)

Model PCB SIZE (WxL) PCB CAPACITY TACT TIME DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW CONTROL 

MODE AIR POWER

DCB-1500S 245x245  
~245x330 12 5.6 sec 590x2700x1500 500 t:1.0~2.0mm

left to right or 
right to left (front 
side or rear side)

Auto, Manual 4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

Process Control Chart

Model PCB SIZE (WxL) PCB CAPACITY TACT TIME DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW CONTROL 

MODE AIR POWER

DHC-250S 245x245  
~245x330 12 5.6 sec 590x1200x1500 120 t:1.0~2.0mm

left to right or 
right to left (front 
side or rear side)

Auto, Manual 4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

Options
►Touch Screen Interface
►Auto Width Adjust
►AC Unit

DJK

D



DJK
Features

►Able to link with any machine
►Stylish Erogonomic Design
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Safety Covers
►Touch Screen Operator Interface
►Auto Width Adjust
►Speed Control

Process Control Chart

Gate Way Conveyors 15

Gate Way Conveyor

Gate Way   Up-Down Conveyor

DGUD-750S

Model PCB SIZE (WxL) GATE WAY TACT TIME DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW CONTROL 

MODE AIR POWER

DGC-500S 50x50~250x330 600 mm 10 sec 460x1400(800)x1000 120

DGC-500Y 50x50~330x440 700 mm 12 sec 542x1500(900)x1000 140

DGUD-750S 50x50~250x330 600 mm 10 sec 550x1395x1122 190

DGUD-750Y 50x50~330x440 700 mm 12 sec 632x1495x1122 210

Auto, Manual
1PH 

AC110V 
50/60Hz

t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

4~6 
kgf/cm2

Process Control Chart

DJK

D

DJK

DJK

Features
►Adjustable Speed Function
►Available Timer with Stopper for extended cooling
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Touch Screen Interface
►Auto Width Adjust

Process Control Chart

Cooling Conveyor 18

Cooling Conveyor

DJK

D

Model PCB SIZE (WxL) DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW CONTROL 

MODE AIR POWER

DHCC-533S 50x50~250x330 550x900x1050 100

DHCC-533Y 50x50~330x440 633x900x1050 130
t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

Auto, Manual 4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz



DJK

Features
►Able to link with any machine
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Process Control Chart

Gate Way Conveyors 16

Gate Way Conveyor
                 (Inspection / Buffer)

DJK

D

Model PCB SIZE (WxL) GATE WAY TACT TIME DIMINSION    
(WxLxH)

WEIGHT 
(kg)

PCB 
THICKNESS PCB FLOW CONTROL 

MODE AIR POWER

DGS-600S 50x50~250x330 600 mm 10 sec 680x2210x1000 190

DGS-600Y 50x50~330x440 700 mm 12 sec 762x2210x1000 210
t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

Auto, Manual 4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

Options
►Safety Covers
►Touch Screen Operator Interface
►Auto Width Adjust
►Speed Control

DJK
Features

►Auto / By-pass modes
►Programmable Logic Controller
►Left to Right or Right to Left Flow
►Front or Rear Fixed
►Universal or SMEMA Interface

Options
►Touch Screen Interface
►Auto Width Adjust
►Speed Control

Process Control Chart

Transfer Conveyors 17

Transfer Conveyor

Transfer & Gate Way Conveyor
Process Control Chart

DJK

D

Model PCB SIZE (WxL) DIMINSION    
(WxLxH)

WEIGHT 
(kg)

SLIDE 
STROKE

PCB 
THICKNESS PCB FLOW CONTROL 

MODE AIR POWER

DSC-500S 50x50~250x330 720x520x1000 125

DSC-500Y 50x50~330x440 800x520x1000 150
t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

Auto, 
Manual

4~6 
kgf/cm20~205mm

1PH 
AC110V 
50/60Hz

Model PCB SIZE (WxL) DIMINSION    
(WxLxH)

WEIGHT 
(kg)

SLIDE 
STROKE

PCB 
THICKNESS PCB FLOW CONTROL 

MODE AIR POWER

DTG-850S 50x50~250x330 720x1520x1000 195

DTG-850Y 50x50~330x440 800x1520x1000 215
0~205mm t:0.4~2.0mm

left to right or 
right to left 

(front side or 
rear side)

Auto, 
Manual

4~6 
kgf/cm2

1PH 
AC110V 
50/60Hz

DJK

D
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